
1306 Series Keyboards with   

 

CONCEPT 32 Concentrator 

The 1306 Series of keyboards manufactured by STS Signals Ltd has been developed in 
conjunction with Network Rail to provide a modern replacement for the life expired 
‘Protowire’ equipment, when used with any CONCEPT 32 telephone concentrator system. 
 
The standard 1306 product range includes – 

· 32 line 
· 32 line with two PETS 
· 48 line with two PETS 
· 64 line 

 
Speech circuits, signalling data and 
Public Emergency Telephone System (PETS) 
facilities are provided by a CONCEPT 32 
telephone concentrator available in 
a wide range of configurations. 
 
Designed for easy installation in desktop or 
block-shelf applications, the 1306 Series key-
board provides the Operator with a full range 
of alarm conditions and offers variable 
sounder tone and volume control. 

The Operator telephone handset is mounted 
on a matching metal support bracket available 
in 300 slope or 900 (vertical) arrangement. 
 
Ease of maintenance is fundamental to the 
design of the 1306 Series keyboards, with all  
components readily accessible and connectors housed in a recessed rear panel for safety. 
 
To supplement our standard products, we offer a comprehensive custom-design capability 
at highly competitive prices, while maintaining the commitment to quality and reliability that 
our rail customers demand. 
 
Our wide experience enables us to provide excellent technical support, spares, repairs and 
training facilities from our UK factory. 
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1306 Series Keyboard  
Overall dimensions – 610mm wide x 300mm deep x 170mm high 
Weight approx 10.5Kg 


